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The complete                      warranty statement is displayed on our website (www.emlight.com.au/warranty). Under 
circumstances detailed in our full warranty statement and those specified in consumer law,                      Warrants to 
repair or replace all light fixtures or drivers failing due to faulty components or a manufacturing defect within 5 years 
from date of purchase.

Important:
Our goods come with guarantees that cannot be excluded under Australian Consumer Law. You are en�tled to a 
replacement or refund for a major failure and for compensa�on for any other reasonable foreseeable loss or damage. 
You are also en�tled to have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure.   
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’s high efficiency EveryDAY HighBAY offers unparalleled performance in a super compact format 
with an array of op�ons to suit all large space ligh�ng applica�ons. It’s lighter, brighter and more versa�le than 
comparable products providing superior quality of light and value for money. 

250

250

320

266

266

343

MH120U

MH150U

MH200U

335

335

413

Input Power

Input Voltage

Light Output

Characteris�cs

Linht Source

Thermal

Magnalium Die-cast

High transparency PC

IP65,IK08

100W
PF>0.95,

THD<15%

120W
PF>0.95,

THD<15%

150W
PF>0.95,

THD<15%

200W
PF>0.95,

THD<15%

220-240Vac 50/60Hz

15000 Lm 18000 Lm 22500 Lm 30000 Lm

5000K, CRI75, 90°/60°/120° Symmetric Beam Angle available.

Opera�ng Range -40°C to +50°C Humidity 15-95%(non-condensing)

Installa�on Procedure:
1.  Ensure that the power has been turned off before a�emp�ng installa�on. This product should only be installed 
    by a licenced electrician. This product must be installed in compliance with the requirements of AS/NZS3000 
    (current edi�on) and other relevant Standards and Regula�ons.
2.  Isolate supply before installa�on.
3.  Select mount loca�on and ensure suitable AS/NZS approved surface socket is available for connec�on. 
    Plug Luminaire into surface socket and restrain any unwanted cable.
4.  If connec�ng the 1-10V dimming cable, ensure use of suitably rated connector to maintain desired IP ra�ng. 
    Connect 1-10V (+) to Brown Wire and 1-10V (-) to Blue wire. 
    NOTE: Do not connect 1-10V cable to mains power.
5.  Loosen the screw of the luminaire’s hook and hang the luminaire via chain hook or other suitable weight bearing 
    device. Tighten the screw of the hook to lock in place. See diagram below.
6.  Turn on the circuit and test normal opera�on.
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KEY SPECIFICATIONS

Models MH100U MH120U MH150U MH200U
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